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CUSTOM LARGE
POLYGONAL, SQUARE & RECTANGULAR KILNS

LARGE SQUARE & 
RECTANGULAR KILNS

L&L designs and builds custom square and 
rectangular DaVinci kilns. Sizes are very 
flexible. The top is typically made of 4” thick 
ceramic fiber modules.

 hotkilns.com/kiln-types/extra-large-square

Industrial kilns are all by special quote and are only 
sold direct by the factory. Send an email with your 
requirements. Be sure to include process, size and 
temperature requirements. 

Request a quotation:
industry@hotkilns.com

Special Super-Insulated Kiln 
For Melting Glass

hotkilns.com/kiln-series/industrial-commercial-kilns-furnaces
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L&L makes 
Polygonal Kilns 

and Heated 
Sections of 

Almost Any Size

CUSTOM LARGE
POLYGONAL, SQUARE & RECTANGULAR KILNS

CUSTOM LARGE 
POLYGONAL KILNS
hotkilns.com/kiln-types/large-polygonal

Custom polygonal kilns with 4-1/2” of firebrick are 
available by special quote. L&L can make almost any 
diameter and any height in multiples of 4.5” high 
sections. There are three elements per 9” high section. 
The bottom is typically 4-1/2” of K23 brick. The top is 
typically made of 4” thick folded and formed ceramic 
fiber modules. Temperatures are limited to 2350°F 
(1285°C). 

Inconel Retorts For 
Atmosphere Control

Super Insulated Kilns 
For High Temp Use

Heat-Treating Bell Kiln 
For Drill Bits
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KILN VENTS AND ACCESSORIES
Vent-Sure Downdraft Vent System

	z Downdraft venting pulls air down 
to bottom of kiln

	z Improves temperature uniformity 
inside the kiln

	z Powerful 130 CFM fan motor, 
typically mounted on wall, allows 
fumes to be under vacuum in your 
studio

	z The strong fan motor helps 
overcome static pressure in long 
exhaust lines. The duct may be up 
to 60 feet in length, and include up 
to four 90° bends

	z 120 volts with on/off switch on 
cord (240 volts available)

	z 8 foot long flexible aluminum duct

	z Bypass collection box mounted on 
kiln allows adjustment of venting

	z Fan motor, mounted away from 
the kilns, stays cool and  no 
vibration transmitted to the kiln

	z Multi-Mount Bracket comes with 
the Vent System - allows you 
to mount vent motor in various 
positions.

	z Three-year Limited Warranty

	z c-ETL-us Listed to UL499 
standards for use on c-ETL-us 
listed L&L Kilns (Easy-fire, School-
Master, Jupiter, Davinci, eFL)

VENT DOUBLER
You can get a vent doubler option which allows you to vent two kilns that 
are each up to 10 cubic feet. (Note: Consider buying the Multi-Mount 
Bracket). Includes all parts necessary to vent two kilns - up to 10 cubic 
feet each with one vent.				  
(hotkilns.com/doubler)   

(M-V-MVENT/DB)			 

Vent-Sure for 120 Volts (primarily used in the USA)
(M-V-VENT/00)			 

Vent-Sure for 220-240 Volts (Usually non-USA)
(M-V-VENT/41)			 

EXTRA LONG FLEX DUCT -3 ft to 15 ft heavy duty flexible duct
(M-V-DUCT/15)			 

VENT CONTROL
The Vent Control allows you to automatically control the operation of the 
Vent-Sure kiln vent with one of the outputs from the DynaTrol (or Genesis). 
(hotkilns.com/vent-control)

(M-V-CNTL/00)			 

MULTI-MOUNT BRACKET 

Allows for easy installation 
anywhere; may function as a floor 
stand or wall-mount. Included with 
vent kit. 

Wall Mounted Fan
(Multiple Ways to Mount)

Vent-Sure Downdraft Vent System

Air Flow

Air Flow

3” Flexible
Aluminum Duct

4” Outlet

Bypass Box
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NEW ROLLING KILN STAND
L&L’s rolling kiln stand features heavy gauge aluminized steel 
construction with multiple bends for extra strength, rubber swivel 
locking casters, integrated vent collection box mounts, and guide posts 
for the kiln. Each size is fitted to the kiln.

The vent collection box is not included. It is sold with the Vent-Sure 
System.

APM SINTERED ELEMENTS
For even greater element life we 
offer APM alloy elements. This is a 
higher temperature alloy and provides 
approximately 3 times the life of regular 
elements - but are very expensive.

(hotkilns.com/apm)

HIGH ALUMINA SHELF MATERIAL
L&L shelves are made of strong, 
dense, press-molded (not cast) high 
alumina cordierite body designed for 
high fire with little warping. 

	z SOLID STATE RELAYS					   
industrial grade solid state relays are quiet and result in longer 
element life because the switching time is so fast the elements don’t 
heat and cool as much the way they will with regular mechanical 
contactors. The whole system includes heat sinks, special fast acting 
fuses, cooling fan and extra safety relays. 

(hotkilns.com/kiln-accessories/solid-state-relays)	 	

	z SSR Power Control for 2 Circuit	

		 (L-X-SSRS/02)	

	z SSR Power Control for 3 Circuit	

		 (L-X-SSRS/03)	

	z SSR Power Control for 4 Circuit 	

		 (L-X-SSRS/04)	

	z SSR Power Control for 5 Circuit 	

	(L-X-SSRS/05)

	z SSR Power Control for 6 Circuit	

		 (L-X-SSRS/06)	

	z Note: Panels with 6 circuits 
need to use the larger NEMA1 
panel 	

	z TYPE S THERMOCOUPLES				  
The best thermocouple for constant high fire applications. 
There is no thermocouple drift and they will almost never 
need replacing. Priced per thermocouple. For a single-
zone kiln you will need one, for a two-zone kiln two, and 
for a three-zone kiln three. Note that kilns with four or 
more sections still only have a three-zone control. 		

		

	z (hotkilns.com/type-s)	 				  
T-G-SJUP/UG		

	z CUSTOM OPTIONS 				  

	Discuss your custom needs with us. We customize 
our kilns for industrial applications and special ceramic 
needs. We can make very tall kilns, very large diameter 
kilns, add special holes, make ceramic fiber tops, SSRs, 
and add insulation. We have many years of industrial and 
special design experience.

DYNATROL OPTION
Traditional 24-
Key pad. May be 
substituted for 
Genesis, with no 
change in price.
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505 Sharptown Road  •  Swedesboro, NJ 08085
Phone: 856.294.0077  •  Fax: 856.294.0070

info@hotkilns.com  •  hotkilns.com

TRUST YOUR KILN

Contact L&L at industry@hotkilns.com
to discuss your application


